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Note: We are enhancing our systems and you may notice duplicate entries/missing/outdated data. During this interim period, please contact
our Customer Service at https://www.ul.com/about/locations.

COMPANY

BJB GmbH & Co. KG
Werler Str. 1
Arnsberg, Nordrhein-Westfalen 59755 Germany

E93328

Marking: Company name model designation, and the Recognized Component Mark 
Note: For additional marking information, refer to the Guide Information Page.

Model(s): 77.947

Model(s): 77.948.xxxx where xxxx may be any alphanumeric characters for commercial purposes, which may be provided with
additional prefixes and/or suffixes for commercial purposes

2.5 Kv pulse rated, for use with Type PGJ5 lamps, Model(s): 25.704

5 Kv pulse rated, for use with Type G8.5 HID lamps, Model(s): 25.726.6XXX , where X is alphanumeric suffixes for commercial
purposes.

5 Kv pulse rated, for use with Type G8.5 lamps, Model(s): 25.822, 25.822(1)

For end contact lamps, Model(s): 25.803, 25.808, 25.811

For nonstandard lamps, Model(s): 77.208, 77.208.XX84, 77.222(77.220)XXXX, 77.226(77.220)XXXX, 77.228, 77.228XXXX, 77.630,
77.638, 77.701, 77.703, 77.705, 77.705(79.222), 77.707, 77.708, 77.717, 77.718, 77.728, 77.738.U1XX*, 77.738.XXXX, 77.908.0014,
77.908.7104, 77.912, 77.914, 77.935, 77.939, 77.940, 77.942, 77.943, 77.944, 77.944(79.222).XXXX.XX, 77.945.0020, 77.946.XXXX,
77.951 (77.951.XXXX), 77.953.0XXX, 77.953.XX54, 77.953.XX64, 77.953.XXXX

For nonstandard lamps, Model(s): 77.208.XXXX, where XXXX may be any alphanumeric character for commercial purposes.

For nonstandard lamps, Model(s): 77.703(79.222).XXXX-XXXX , where X may be any alphanumeric character for commercial
purposes.

For nonstandard lamps, Model(s): 77.728.0XXX, where XXX may be any alphanumeric characters.

For nonstandard lamps, Model(s): 77.738.U1XX, XX may be any alpha-number character for commercial purposes.

For nonstandard lamps, Model(s): 77.738.XXXX, XXX may be any other alpha numeric character (excludes-.U1XX)

For nonstandard lamps (Temp-Rated T200), Model(s): 77.229

For nonstandard lamps for use with tungsten halogen lamps, Model(s): 77.210, 77.226, 77.906, 77.917

For nonstandard lamps, for use with tungsten halogen lamps, Model(s): 77.222

For nonstandard lamps, for use with tungsten halogen lamps (Temp-Rated T200), Model(s): 77.225
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For use with tangsten halogen lamps, Model(s): 25.104, 25.105, 25.835, 77.403

For use with tubular LED light engines, IEC Gx16t-5 base designation, Model(s): 28.201.1001*, 28.201.1002*, 28.201.2030*,
28.202.1001*, 28.202.1002*, 28.202.2030*

For use with tungsten halogen lamps, Model(s): 25.106, 25.828, 25.829

For use with Type E14 base lamps, Model(s): 22.230, 22.234, 77.401

For use with Type G4 lamps, Model(s): 25.144, 25.244, 25.264

For use with Type G8.5 HID lamps, Model(s): 25.722

For use with Type G8.5 HID lamps, Model(s): 25.722.63XX , where X is alphanumeric suffixes for commercial purposes.

For use with Type G9 lamps, Model(s): 25.830, 77.945, 77.946

For use with Type GX5.3 base lamps, Model(s): 25.126

For use with Type GX5.3 base lamps (Temp-Rated T200), Model(s): 25.245

For use with Type GY6.35 base lamps, Model(s): 25.246, 25.416

For use with Type PG12 and PGX12 lamps, Model(s): 25.810

For use with Types G12 and GX12 lamps, Model(s): 25.701, 25.809

Lampholders, Model(s): 25.843*

Oven lampholder assemblies, Model(s): 77.402.1001, 77.402.2001, 77.404

Oven lampholder assemblies, Model(s): 25.843 , which may be provided with additional prefixes and/or suffixes for commercial
purposes.

Oven lampholder assemblies, Model(s): Oven Lampholder Model Series 77.227.1xxx

Oven lampholder assemblies, Model(s): Oven Lampholder Model Series 77.227.xxxx

* - May be provided with additional prefixes or suffixes for commercial purposes.
*
+ - May be followed by any number for marketing purposes.
+
X
xxxx - may be any other alpha-numeric characters for commercial purposes

Last Updated on 2023-12-11

The appearance of a company's name or product in this database does not in itself assure that products so identified have been
manufactured under UL Solutions' Follow - Up Service. Only those products bearing the UL Mark should be considered to be Certified and
covered under UL Solutions' Follow - Up Service. Always look for the Mark on the product.

UL Solutions permits the reproduction of the material contained in Product iQ subject to the following conditions: 1. The Guide Information,
Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be presented in their entirety and in a non-misleading manner,
without any manipulation of the data (or drawings). 2. The statement "Reprinted from Product iQ with permission from UL Solutions" must
appear adjacent to the extracted material. In addition, the reprinted material must include a copyright notice in the following format: "©2023
UL LLC."
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Note: We are enhancing our systems and you may notice duplicate entries/missing/outdated data. During this interim period, please contact
our Customer Service at https://www.ul.com/about/locations.

COMPANY

BJB GmbH & Co. KG
Werler Str. 1
Arnsberg, Nordrhein-Westfalen 59755 Germany

E93328

Marking: Company name model designation, and the Recognized Component Mark for Canada 
Note: For additional marking information, refer to the Guide Information Page.

Model(s): 77.947

Model(s): 77.948.xxxx where xxxx may be any alphanumeric characters for commercial purposes, which may be provided with
additional prefixes and/or suffixes for commercial purposes

2.5 Kv pulse rated, for use with Type PGJ5 lamps, Model(s): 25.704

5 Kv pulse rated, for use with Type G8.5 HID lamps, Model(s): 25.726.6XXX , where X is alphanumeric suffixes for commercial
purposes.

5 Kv pulse rated, for use with Type G8.5 lamps, Model(s): 25.822, 25.822(1)

For end contact lamps, Model(s): 25.803, 25.808, 25.811

For nonstandard lamps, Model(s): 77.208, 77.208.XX84, 77.222(77.220)XXXX, 77.226(77.220)XXXX, 77.228, 77.228XXXX, 77.630,
77.638, 77.701, 77.703, 77.705, 77.705(79.222), 77.707, 77.708, 77.717, 77.718, 77.728, 77.738.U1XX*, 77.738.XXXX, 77.908.0014,
77.908.7104, 77.912, 77.914, 77.935, 77.939, 77.940, 77.942, 77.943, 77.944, 77.944(79.222).XXXX.XX, 77.945.0020, 77.946.XXXX,
77.951 (77.951.XXXX), 77.953.0XXX, 77.953.XX54, 77.953.XX64, 77.953.XXXX

For nonstandard lamps, Model(s): 77.208.XXXX, where XXXX may be any alphanumeric character for commercial purposes.

For nonstandard lamps, Model(s): 77.703(79.222).XXXX-XXXX , where X may be any alphanumeric character for commercial
purposes.

For nonstandard lamps, Model(s): 77.728.0XXX, where XXX may be any alphanumeric characters.

For nonstandard lamps, Model(s): 77.738.U1XX, XX may be any alpha-number character for commercial purposes.

For nonstandard lamps, Model(s): 77.738.XXXX, XXX may be any other alpha numeric character (excludes-.U1XX)

For nonstandard lamps (Temp-Rated T200), Model(s): 77.229

For nonstandard lamps for use with tungsten halogen lamps, Model(s): 77.210, 77.226, 77.906, 77.917

For nonstandard lamps, for use with tungsten halogen lamps, Model(s): 77.222

For nonstandard lamps, for use with tungsten halogen lamps (Temp-Rated T200), Model(s): 77.225
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For use with tangsten halogen lamps, Model(s): 25.104, 25.105, 25.835, 77.403

For use with tubular LED light engines, IEC Gx16t-5 base designation, Model(s): 28.201.1001*, 28.201.1002*, 28.201.2030*,
28.202.1001*, 28.202.1002*, 28.202.2030*

For use with tungsten halogen lamps, Model(s): 25.106, 25.828, 25.829

For use with Type E14 base lamps, Model(s): 22.230, 22.234, 77.401

For use with Type G4 lamps, Model(s): 25.144, 25.244, 25.264

For use with Type G8.5 HID lamps, Model(s): 25.722

For use with Type G8.5 HID lamps, Model(s): 25.722.63XX , where X is alphanumeric suffixes for commercial purposes.

For use with Type G9 lamps, Model(s): 25.830, 77.945, 77.946

For use with Type GX5.3 base lamps, Model(s): 25.126

For use with Type GX5.3 base lamps (Temp-Rated T200), Model(s): 25.245

For use with Type GY6.35 base lamps, Model(s): 25.246, 25.416

For use with Type PG12 and PGX12 lamps, Model(s): 25.810

For use with Types G12 and GX12 lamps, Model(s): 25.701, 25.809

Lampholders, Model(s): 25.843*

Oven lampholder assemblies, Model(s): 77.402.1001, 77.402.2001, 77.404

Oven lampholder assemblies, Model(s): 25.843 , which may be provided with additional prefixes and/or suffixes for commercial
purposes.

Oven lampholder assemblies, Model(s): Oven Lampholder Model Series 77.227.1xxx

Oven lampholder assemblies, Model(s): Oven Lampholder Model Series 77.227.xxxx

* - May be provided with additional prefixes or suffixes for commercial purposes.
*
+ - May be followed by any number for marketing purposes.
+
X
xxxx - may be any other alpha-numeric characters for commercial purposes

Last Updated on 2023-12-11

The appearance of a company's name or product in this database does not in itself assure that products so identified have been
manufactured under UL Solutions' Follow - Up Service. Only those products bearing the UL Mark should be considered to be Certified and
covered under UL Solutions' Follow - Up Service. Always look for the Mark on the product.

UL Solutions permits the reproduction of the material contained in Product iQ subject to the following conditions: 1. The Guide Information,
Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be presented in their entirety and in a non-misleading manner,
without any manipulation of the data (or drawings). 2. The statement "Reprinted from Product iQ with permission from UL Solutions" must
appear adjacent to the extracted material. In addition, the reprinted material must include a copyright notice in the following format: "©2023
UL LLC."


